HOW TO : HAND/AUTO SELECTION FROM ONE DIGITAL INPUT ON FC100-200 DRIVES 

Hand -Auto select to T29 (Input closed equals AUTO Mode)
Link T32 to T12

Parameter setup:-

In addition to the motor setup parameters in the quick menu the following requires setting.
Set parameter 5.10 Digital input 18 to coast inverse (or stop inverse if ramp stop required)
Set parameter 5.13 Digital I/P 29 to setup select bit 0

Set parameter 5.14 Digital I/P 32 to Hand Start

Set parameter 0.10 to Multi setup

Set parameter 0.51 to Copy to setup 2

Close input T29 to select setup two. (Shown in the top right corner of display)
Set parameter 5.10 to start

Set parameter 5.14 to Auto Start

Toggling T32 will now change between hand and Auto, but T18 will have to be opened first. 

If its required to change between hand & auto without first opening T18 then Set  T29 to setup 1  (as shown in top right of display) 

Then set parameter 0.12 (This setup linked to) to Setup2
Setup now complete.

(If using an FC with safe stop, link terminal 12- 37 if function not being used)
When completed and tested ok last thing to do, is to upload data (par0-50) into LCP 
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NOTES:

-

 The quick setup parameters should 

always be commissioned on new installation. 

Terminals 27 & 37

 (If fitted)

 must always be at 24V for the drive to run under any condition (i.e. 

must be closed to 12 or 13)
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NOTES:- The quick setup parameters should always be commissioned on new installation. Terminals 27 & 37 (If fitted) must always be at 24V for the drive to run under any condition (i.e. must be closed to 12 or 13)
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