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VLT 6000

Example: a customer has a VLT 6000 series and would like to run from a remote  reference signal (0-20ma) , but in a emergency would like to change to local potentiometer (0-10v)

wire the drive as required ,start(18) stop(27) etc 

pick a spare terminal that can be wired for ‘change set-up ie,16,29,32

leave all inputs in off position

programme the drive for motor details, ramps.min –max  references etc, this will become our first set up.

now set the following parameters, we will take terminal 16 as our

change of set–ups.

parameter  306 set to set-up select lsb

parameter  002 set to multi set-up

parameter  003 to copy to set-up 2

now by operating digital input 32 off will be set-up 1.on will be set-up 2 , you should also see set- ups changing in the display 

Put into set-up 1, and programme the following parameters 

parameter 308 set to no operation 

parameter 314 set to reference  

(You should now set any other parameters now, which you want exclusively in set-up1).

Put into set-up 2, (turn on terminal16) and programme the following parameters

parameter 308 set to reference

parameter 314 set to no operation

(Now set any other function and parameters which you want exclusively IN SET-UP2)

THIS PROCEDURE CAN BE USED FOR ALL DANFOSS DRIVES, JUST USE THE EQUIVELENT PARAMETERS FOR THE DRIVE YOUR USING 
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